


GENERAL DESCRIPTION

The concern of users in search of efficient sclutions to
problems related with sand processing and easy equinment
operalion moved Eral to design a new generalion of
Hydracyclone Compact Planls whichein principle were
ied to simple treatment processes: Furdher development
of these plants lumed into highly sophisticated models
capable’ lo meet the requirements for a more rational
exploiting of most different deposits=- . ;
The wall-known Hydrocyclone Compact Plant arrangement
is based on the gcombinalion of cerfain equipment
consisting of: ' iy

+ PUMPING GROUP
+ HYDHOCYCLONE
« DEWATERING SCREEN

This resiilts inte a wide range of plant models.

Eachof-thase components must be ‘adequately, since
efficient QElerating resulls damﬂ l.;m the proper selection
a i

of Pump, Hydrocyclone and ering Screen

The thorough study of the process variables on a case -
by - case basis will enable lo specify the correct Compact
ant Unit in order lo reach expecting results efficiently,

OPERATION

The most usual process cireuit application for these plants
I8 'sand washing. '
. Feed matenal coming nomally from a vibraling screen is
‘introduced in"a. Pump Sump and pumped out inte a
Hydrocyclone, where separation of unwanted particles
{clays,.silts, organic materials, elg) lakes place.The
underflow product is discharge in a Dewatering Screen
where washed sand moisture is reduced 1o a minimum
va'ue, so that to enable on easy sand handling and improve
. quality of finished product.
- The overfiow slurny is.currently discharge into a dump or
sant 1o athickener for futhar ireatment. gl
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CONSTRUCTION

Pump Sump ig fabricated jn mild painted steel

‘within:a-variety. of materials executions mounted

on a skid - type supporl base for easy handling.

Only_high quality compenents are integrated in
Compact Plant Units:

» Cenlrifugal Pumps of heavy duty construction
with exchangable hydraulic pans and centrifugal
seal, specified in accordance with duty requirements.

» Hydrocycione is especified out of a large programme
with many different sizes, configurations and
construction materials,

+ Dewatering Screen, with a wide range, is
equipped with reliable motor - vibrators and non -
bolted polyurethane panels wilh different slot

‘apertures to meet operating requirements.

This type of high quality execution, together with
skilled technical personnel lo provide customer
assistance has resulted for the Eral Compact
Plants to stand out in a higher position in respect
to other competitors.










